Hydraulic Excavators
Bucket Capacity :
0.875 - 2.75 cu.yd. SAE
Engine Power :
270 hp {201 kW} / 2,100 rpm

SK350LC-9E

(SAE NET)

Operating Weight :
82,200 lbs {37,300 kg}

Note: This catalog may contain attachments and optional equipment that are not available in your area. It may also contain photographs of machines with
specifications that differ from those of machines sold in your area. Please consult your nearest KOBELCO distributor for those items you require.
Due to our policy of continuous product improvements all designs and specifications are subject to change without advance notice.
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Complies with the latest exhaust emission regulations

Bulletin No. SK350LC-9E-NA-101

US EPA
Tier IV Final

2014080000E Printed in USA

EU (NRMM)
Stage IV

Japanese
Regulations

The Power Wave
of Change
"Genuine KOBELCO is Back!" excavators provide the three E's:
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Greater Performance Capacity
- Reduced fuel consumption with highly efficient productivity
- New environmental engine with superior fuel efficiency and
low fuel consumption hydraulic circuitry
- Powerful arm bucket digging strength and wide digging range

E

conomy

E

nvironment

Enhancement, Economy and Environment!
The refining of each of these "E's", together with the introduction of leading-edge technology
that complies with US EPA Tier IV Final emission standards provides excavators with even

Improved Cost Efficiency

- Adoption of new "ECO-Mode" greatly reduces
fuel consumption
- Easy maintenance that reduces upkeep costs
- High structural durability and reliability that
retain machine value longer

Features That Go Easy on the Earth

- Compliance with US EPA Tier IV Final regulations
- Low-noise and low vibration including improvements
to sound quality

more enhanced environmental performance and fuel efficiency, as well as unparalleled work
performance.
The incredible work rate of these excavators is provided by powerful digging strength and a
wide digging range. These excavators feature a new engine model with reduced environmental
impact and Kobelco's unique technology that reduces pressure-loss resistance.
Kobelco's reliable and well-tested technology has been developed over many years, making
it more than capable of satisfying the various demands of today's construction industry.
Continuously creating original value, Kobelco has been able to bring technical marvels
into existence through a spirit of perpetual pursuit.

Fuel Consumption
Rate
(Comparison with ACERA MARK 8
in S-Mode/Eco-Mode)

NOx Reduction
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Digging Volume
per
Liter of Fuel
(Comparison with ACERA MARK 8
in S-Mode/Eco-Mode)
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